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This paper  provides  an  analysis  of  the socio-economic  and  dwelling  factors  contributing  to high  electrical
energy  demand  in  UK  domestic  buildings.  The  socio-economic,  dwelling  and  electricity  consumption  data
were collected  during  a  large-scale,  city-wide  survey,  carried  out in  Leicester,  UK,  in 2009–2010.  Annual
electrical  energy  demand  was  estimated  for 315  dwellings  and  an odds  ratio  analysis  used to  identify  the
socio-economic  and  dwelling  factors  that led  to high  electricity  consumption.  The effects  of a number  of
socio-economic  and  dwelling  factors  which  have  not  previously  been  studied  for  the  UK  domestic  sector
are  included.  Thus,  for the  first  time,  presence  of  teenagers,  having  electric  space  heating  as  the  primary
form  of heating,  portable  electric  heating  and  electric  water  heating  were  identified  as  significant  driverswelling factors
omestic buildings
dds ratio
of  high  electricity  demand  in UK  homes.  The  employment  status  and  education  level  of  the Household
Representative  Person,  the  number  of  floors  in  a dwelling,  presence  of fixed  electric  heating,  and  the
proportion  of  low-energy  lighting  were  shown  to have  no  effect  on high  electricity  consumption  in UK
homes.  Given  the  impetus  to  reduce  electricity  consumption  and  CO2 emissions  from  the  domestic  sector,
these  observations  can  help  shape  energy  saving  campaigns  and  future  energy  policy.
© 2015  The  Authors.  Published  by Elsevier  B.V. This  is  an open  access  article  under  the  CC BY  license. Introduction
Electricity consumption from domestic buildings represented
5% of total UK electricity consumption in 2013, and since 1970,
he UK domestic sector has experienced a general year-on-year rise
n electricity use of around 1% [1]. The amount of electricity used
n individual UK homes varies considerably. A large range, as well
s highly skewed distribution exists and, whilst there is an abso-
ute lower bound to electricity demand, there is no effective upper
ound, with the upper quartile of electrical energy users consuming
uch more than the lower [2–4].
Previous UK energy research has identified that high electric-
ty consuming households not only use more electricity, compared
ith others, but appear to be consuming even more electricity over
ime [5–7]. There is further evidence which shows that high con-
umers also have a greater potential to make energy savings than
hose who consume less [5,8,9].
Given the immediate need for reduction of electricity consump-
ion and CO2 emissions from the domestic sector, it has been
∗ Corresponding author. Tel.: +44 01752 585198; fax: +44 01752 585155.
E-mail addresses: rory.jones@plymouth.ac.uk (R.V. Jones),
.J.Lomas@lboro.ac.uk (K.J. Lomas).
ttp://dx.doi.org/10.1016/j.enbuild.2015.04.052
378-7788/© 2015 The Authors. Published by Elsevier B.V. This is an open access article u(http://creativecommons.org/licenses/by/4.0/).
suggested that future UK energy policy might focus on reducing
the demand of high electricity consumers [5–10]. Therefore, under-
standing what drives high usage in domestic buildings is important
to support decisions about how to reduce electricity use and CO2
emissions.
This paper documents research undertaken to improve knowl-
edge and understanding of the socio-economic and dwelling factors
affecting high electrical energy consumption in UK domestic build-
ings. The socio-economic factors refer to the characteristics of the
occupants residing in a home (e.g. number of occupants, presence
of children, annual household income) and the dwelling factors
describe the characteristics of the dwelling (e.g. building type, num-
ber of bedrooms, heating system type).
This analysis capitalises on primary data collected during a
large-scale, city-wide survey, undertaken in Leicester, UK, during
2009–2010, as part of the 4M project [10]. To the authors’ knowl-
edge, it is the first city-scale energy survey carried out in the UK.
Many previous studies have been undertaken worldwide to
investigate the impact of socio-economic and dwelling factors
on the electricity consumption of domestic buildings [6,9,11–46].
However, for the UK, the few previous studies that have been
undertaken [6,16,17,24,25] have examined a limited number of
socio-economic factors (number of occupants, presence of children,
age and economic status of the Household Representative Person
nder the CC BY license (http://creativecommons.org/licenses/by/4.0/).
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HRP), tenure, annual household income) and dwelling characteris-
ics (dwelling type and age, number of rooms, number of bedrooms,
otal floor area). For some of these socio-economic factors and
welling characteristics the impact on electricity demand has only
een studied once before.
This paper adds to the current UK literature and, for the first
ime, investigates the effects of additional socio-economic factors
presence of teenagers, employment status of the HRP and edu-
ation level of the HRP) and dwelling characteristics (number of
oors, the presence of different types of electric space and hot
ater heating equipment and the proportion of low-energy lighting
nstalled). The paper also specifically targets a better understanding
f the drivers of high electricity consumption in UK homes.
. Socio-economic and dwelling factors affecting domestic
lectricity consumption
Past literature has identified key socio-economic and dwelling
actors that influence electricity consumption in domestic
uildings [6,9,11–46]. Previous studies have been undertaken
rom either a top-down (e.g. [47]) or bottom-up approach
e.g. [9,14,24,29,46]) using data mining (e.g. [48–52]), regres-
ion (e.g. [11,19,24,30,37,46]) and econometric methods (e.g.
18,32,34,42,47]). A detailed international review and discussion
f these factors and methods is provided by Jones et al. [53]. Thirty
f the thirty-seven previous studies were from developed countries
20 from Europe, 9 from North America and 1 from Asia) and the
emaining seven from developing countries (5 from Asia, 1 from
frica and 1 from Central America). The review investigated which
actors had a significant (positive or negative) or non-significant
ffect on domestic electricity use and found that no less than 13
ig. 1. Summary of the socio-economic and dwelling factors identified in the literature re
ignificant or non-significant. *Factor identified as significant in the current study. Facto
urrent  study.Buildings 101 (2015) 24–34 25
socio-economic factors and 12 dwelling factors potentially had an
effect.
In relation to the socio-economic factors, the review identified
that more occupants [11,13,14,18,19,22,23,25,27,29–31,33,36–38,
41,43,44], the presence of teenagers [12,30,33,45], increased
household income [6,14,17,18,22,26–28,30,31,33,37,38,41,42,
44–46] and increased disposable income [3,19,23,25,36] lead
to a significant increase (positive effect) in domestic electricity
consumption. The number of studies that confirmed a positive
effect was  higher (at least three studies more) than the num-
ber indicating a significant negative or non-significant effect.
The age of the Household Representative Person (HRP) also
had a significant effect on residential electricity consumption
[9,11,14,19,23,27,32,37], but a positive or negative correlation
could not be established as the data was categorical.
The effects of the presence of children and elderly people (over
65 years old), tenure type, education level, employment status and
socio-economic status of the HRP were all found as either inconclu-
sive (i.e. a mix  of effects identified) or had been studied infrequently
(less than 3 previous studies), therefore no inferences of the actual
effects could be drawn.
Regarding the dwelling factors, dwelling age [12,17,19,22,23,
31,35], number of rooms [14,23,24,37], number of bedrooms
[9,16,20,24,27] and total floor area [6,11,12,17–19,22,24,27,29–33,
35,36,40,43,44], all had significant positive effects on elec-
tricity use. The review also identified that dwellings with
an electric space heating system [11–14,23,24,34,36], air-
conditioning [13,18,29,41,43,46] or electric water heating system
[9,11,13,23,29,34,43] had greater electricity demand. The dwelling
type (level of detachment) was also seen to have an signifi-
cant effect on the electricity consumption of domestic buildings
view, ranked by number of studies in which the factor has been identified as either
r identified as non-significant in the current study. Factor not investigated in the
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9,11,14,16,17,19,22,23,27,30,33,37], but as the data was categori-
al this effect could not be classified as either positive or negative.
The effects of the number of floors, presence of mechanical ven-
ilation and low-energy lighting were either mixed or the factors
ad been studied on only a few previous occasions and therefore
oo little evidence existed to draw conclusions.
Fig. 1 provides a summary of the significant and non-significant
ffects identified in the thirty-seven previous studies, ranked
y the total number of studies that have identified each fac-
or in the literature. It should be noted that the total number
f studies may  not indicate the factors with the most influ-
nce on domestic electricity use but rather the relative ease with
hich data about that factor can be obtained and any effects iso-
ated.
. Data and methods
.1. Data collection: the 4M dataset
Initially, 1000 households living in the city of Leices-
er were approached to take part in the study. Of these,
75 households subsequently completed a face-to-face sur-
ey which was conducted on the behalf of the 4M team,
etween March and July 2009, by the National Centre for
ocial Research (NatCen). Households were selected randomly,
fter stratifying by percentage of detached homes and per-
entage of homes with no dependent children. The household
urvey provided the data about the socio-economic char-
cteristics of the household and the characteristics of the
welling.
To supplement the dwelling information, an estimate of the total
oor area of the homes was obtained using a four step procedure1 of
eo-location; calculation of the building footprint area; conversion
f footprint area to ground floor area; and conversion of ground
oor area to total floor area.
During the initial household survey, participants were asked
hether they would also like to take part in follow-up activities,
ne of which was regular electricity meter readings; 409 house-
olds agreed to provide meter readings. These were collected in
hree phases between March 2009 and July 2010. The first was
aken during the NatCen house visit; the second was requested
y letter; and the final reading was obtained by a further house
isit followed by a letter request, for those houses that could not
e accessed when visited.
As the meter readings for each household were taken on dif-
erent dates, the electricity use was normalised to an annual
1 (1) Geo-location: the address of each of the dwellings was matched against the
S MasterMap Address Layer 2 database, any that failed in automatic matching were
ooked up manually, this provided the x, y coordinates of each address. (2) Calcula-
ion  of the building footprint area: the area of each polygon was measured in ESRI
rcInfo and assumed to be the building footprint area. (3) Conversion of footprint
rea to ground floor area: wall thickness was calculated from the reported wall type
nd building age using the RdSAP 2005 methodology (Appendix S: converting exter-
al measurements to internal measurements [60]), the footprint area was corrected
o  ground floor area using the wall thickness and reported building type as per the
dSAP 2005 methodology. For flats it was not possible to estimate the floor area
s  the number and layout of properties in each building was unknown, therefore a
efault value of 50 m2 was assigned to all flats. (4) Conversion of ground floor area
o  total floor area: the ground floor was multiplied by the number of floors reported
n  the household survey questionnaire or from field observation during the meter
eadings or from Google street view images.Buildings 101 (2015) 24–34
consumption figure for 2009.2 In total, normalised electricity con-
sumptions were obtained for 256 households.
In addition to the meter readings, 241 households also signed
a mandate which permitted access to their billed electricity use
for 2009. Data was successfully obtained for 218 households. To
verify that the current residents were responsible for the electricity
consumption in 2009, a check against their year of first residence
was completed using data from the initial household survey. The
energy use data from the suppliers was  treated with caution as
some meter ‘readings’ were actually just estimates.
The data from both the meter readings and mandates were com-
bined into a single dataset of 315 annual electricity consumptions.
Where both meter reading and mandate data existed for a dwelling,
the meter reading was used in preference.
Overall, the final dataset used in this study consisted of: 575
records for household socio-economic and dwelling information;
575 estimates of total floor area; and 315 annual electricity con-
sumptions (256 from meter readings and 59 from mandates).
Owing to the patchy responses by households to all three com-
ponents, the total sample size in different sections of this paper
fluctuates depending on which data are being analysed. Only 183
households produced a complete dataset.
3.2. Stratification of households
For this study, the 315 homes for which annual electricity con-
sumptions were available were stratified into three equally sized
groups (thirds). The 105 lowest consuming households were clas-
sified as the ‘low electrical demand group’, the middle 105 as the
‘medium electrical demand group’, and the highest 105 as the
‘high electrical demand group’. The low and medium consumption
groups were also merged for the analysis because the purpose of
the study was  to understand the influence of socio-economic and
dwelling factors on the probability of being a high electrical energy
consumer.
This method of stratification was previously used by Firth et al.
[5], Summerfield et al. [6,7], and Gram-Hanssen et al. [33], thus the
current study maintains comparability with the existing body of
literature. Table 1 provides a comparison between the measured
electricity demands of the 4M sample and electricity demands of
the high, medium and low consuming groups monitored by oth-
ers. For the DECC study [3] the split into thirds to create the three
consumption groups was done by the current authors, not those of
the original study. Some variation existed between the ranges and
means of the groups. It is assumed that these originate from the dif-
ferent sample sizes, the variations in the year of research and the
specific contexts of low-energy and social housing in the studies of
Firth et al. [5] and Summerfield et al. [6,7]. The cohort of households
reported in Summerfield et al. [6] are a subset of those reported in
[7]. The large national study reported by DECC [3], which includes
the electricity consumptions of over 20 million homes in the UK,
originates from their National Energy Efficiency Data-framework
(NEED), which sources energy consumption data directly from the
homes’ energy providers. The means of all three 4M consumption
2 Electricity was  normalised to 365 days assuming no seasonal variation in use.
Where meter readings existed between multiple dates, the 1st and 3rd meter read-
ings  were chosen in preference to the 2nd and 3rd, which were chosen in preference
to  the 1st and 2nd. This was because the duration between the 1st and 3rd meter
readings was greater than the 2nd and 3rd, and both were greater than the 1st and
2nd. By inspection it was found that the normalisation from the 1st and 2nd meter
readings was consistent with those calculated using the 2nd and 3rd or 1st and
3rd for the same dwelling. Where present, the normalisation result was checked for
magnitude and consistency between multiple dates. Spurious results were inspected
further and any errors corrected or the result removed from further analysis.
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Table  1
Comparison of the 4M electrical demand groups, their mean annual electricity consumption and the minimum and maximum consumptions, with the corresponding data
reported in previous UK studies.
Study
UK location
Description of dwellings
Fuel used for space heating
Measurement year(s)
N Electrical energy
demand group
Electricity consumption range (kWh pa) Mean electricity
consumption (kWh pa)
Min Max
4M project
Leicester
Representative sample of the city
housing stock
Dwellings with gas and electric heating
(2009)
315
Low 259 2543 1735
Medium 2554 4041 3232
High 4048 25,587 6588
Summerfield et al. [6]
Milton Keynes
“Low energy” owner occupied households
Dwellings with gas heating only
(1989/90 and 2005/06)
14
Low – – 2299 (1990)
2774 (2005)
Medium – – 4636 (1990)
4344 (2005)
High – – 5913 (1990)
10,330 (2005)
Firth  et al. [5]
Five different UK sites
Four sites were social housing
Dwellings with gas heating only
(2002–2006)
72
Low 902 (yr 1) 2160 (yr 1) 1170 (yr 1)
920 (yr 2) 3447 (yr 2) 1964 (yr 2)
Medium 2174 (yr 1) 3247 (yr 1) 2689 (yr 1)
1195 (yr 2) 4600 (yr 2) 2670 (yr 2)
High 3273 (yr 1) 7743 (yr 1) 4841 (yr 1)
2994 (yr 2) 8775(yr 2) 5088 (yr 2)
Summerfield et al. [7]
Milton Keynes
“Low energy” owner occupied households
Dwellings with gas heating only
(1989/90 and 2005/06)
36
Low – – 2336 (1990)
3139 (2005)
Medium – – 4052 (1990)
3687 (2005)
High – – 5037 (1990)
8651(2005)
DECC  [3]
All over the UK 20,851,507
Low 10 2480 1568
Medium 2481 4310 3339
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Dwellings with gas and electric heating
(2007)
H
roups lie within a couple of hundred kWh  of the DECC [3] national
alues.
.3. Odds ratio method
Odds ratio analyses were used to investigate the influence of
he socio-economic and dwelling factors on the electrical energy
emand of the 4M households. An odds ratio (OR) is a measure
f the association between an exposure and an outcome. The OR
epresents the odds that an outcome will occur given a particu-
ar exposure, compared to the odds of the outcome occurring in
he absence of that exposure [54]. Simply, ORs are used to com-
are the relative odds of the occurrence of the outcome of interest
a dwelling having high electricity consumption), given exposure
o a factor of interest (e.g. number of occupants, presence of chil-
ren, presence of electric space heating etc.). The OR can also be
sed to compare the change in likelihood of a household being a
igh electricity consumer based on a change in a socio-economic
r dwelling factor, for example the change in the likelihood if the
ousehold size increases from three to four occupants.
The socio-economic characteristics that were investigated
ere: the number of occupants, presence of children and teenagers,
ge of the Household Representative Person3 (HRP), employ-
ent status of the HRP, education level of the HRP, the National
3 The Household Representative Person (HRP) is the individual that is taken to
epresent that household. In this study it describes the highest income earner in the
ousehold.4311 25,000 6850
Statistics Socio-Economic Classification (NSSEC) of the HRP, tenure
and annual household income.
The dwelling characteristics examined were: dwelling type,
period during which the dwelling was  built,4 number of bedrooms
and floors, total floor area, presence of electric space heating, pres-
ence of fixed electric heating, presence of portable electric heating
and presence of electric water heating.
For each socio-economic and dwelling factor the OR was calcu-
lated, which reflects the likelihood that a household will be a high
electrical energy user relative to a reference household in the same
category. The reference for each characteristic was chosen for one
of two  reasons; either the household did not have the factor (e.g. no
children, no electric space heating) or, the factor represented the
majority of the sample.
For a given factor, the OR was the number of homes with high
electricity demand (>4041 kWh  pa) divided by the number with
low or medium demand (<4042 kWh  pa), divided by the same ratio
for the reference group [55]. Eq. (1) shows an example of the odds
ratio calculation for the presence of children.
Odds ratio calculation for the presence of children:
OR = CH/CLM
NCH/NCLM
= CH × NCLM
NCH × CLM
= 43 × 161
62 × 49 =
6923
3038
= 2.28 (1)where: OR = odds ratio; CH = number of homes with children and
high electric demand; CLM = number of homes with children and
low or medium electric demand; NCH = number of homes with no
4 The period the dwelling was built refers to the year ranges: before 1900,
1900–1944, 1945–1990 and after 1990.
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Table  2
Odds ratio results for the socio-economic and dwelling characteristics affecting high electricity consumption.
Characteristics and factors Total homes Number of homes Odds ratio (95% CI)
<4041 kWh  pa
(low-medium group)
>4041 kWh  pa
(high group)
Socio-economic characteristics
Number of occupants
1 81 73 8 0.30 (0.13, 0.70)***
2 101 74 27 REFERENCE
3  48 22 26 3.24 (1.58, 6.65)***
4 52 26 26 2.74 (1.36, 5.52)***
5+ 33 15 18 3.29 (1.46, 7.43)***
Children (<16 years old)
No children 223 161 62 REFERENCE
Children 92 49 43 2.28 (1.38, 3.77)***
Teenagers
None 259 187 72 REFERENCE
1  34 14 20 3.71 (1.78, 7.74)***
2 22 9 13 3.75 (1.54, 9.16)***
Age of HRP
<35 67 44 23 0.66 (0.34, 1.25)
36–50  97 54 43 REFERENCE
51–65 76 50 26 0.65 (0.35, 1.21)
>65  75 62 13 0.26 (0.13, 0.54)***
Employment status of HRP
Employed (full-time or part-time) 166 99 67 REFERENCE
Unemployed 60 40 20 0.74 (0.40, 1.37)
Retired  89 71 18 0.37 (0.21, 0.68)***
Education level of HRP
Degree level or above 66 43 23 1.01 (0.54, 1.88)
Less  than degree level 133 87 46 REFERENCE
NSSEC of HRP
Managerial or professional occupation 77 48 29 1.42 (0.77, 2.60)
Lower  supervisory or technical occupation 22 15 7 1.09 (0.41, 2.91)
Small  employers or own account workers 29 19 10 1.23 (0.52, 2.92)
Intermediate occupation 32 20 12 1.41 (0.62, 3.18)
Semi-routine or routine occupation 117 82 35 REFERENCE
Tenure
Own  house outright 126 85 41 REFERENCE
Buying house with mortgage 94 56 38 1.41 (0.81, 2.45)
Rented  or rent free 95 69 26 0.78 (0.44, 1.40)
Annual  household income
<£20,000 178 129 49 REFERENCE
£20,000 to £50,000 102 59 43 1.92 (1.15, 3.20)**
>£50,000 13 4 9 5.92 (1.74, 20.12)***
Dwelling characteristics
Dwelling type
Detached 36 19 17 1.31 (0.62, 2.79)
Semi-detached 116 69 47 REFERENCE
Mid-terrace 90 73 17 0.34 (0.18, 0.65)***
End-terrace 41 27 14 0.76 (0.36, 1.60)
Flat  32 22 10 0.67 (0.29, 1.54)
Period  dwelling was built
<1900 19 10 9 1.76 (0.67, 4.63)
1900–1944 139 92 47 REFERENCE
1945–1990 132 92 40 0.85 (0.51, 1.42)
>1900  25 16 9 1.10 (0.45, 2.68)
Number  of bedrooms
1 23 19 4 0.35 (0.11, 1.10)*
2 69 52 17 0.55 (0.29, 1.05)*
3 131 82 49 REFERENCE
>4  35 18 17 1.58 (0.75, 3.35)
Number  of floors
1 or 1.5 56 38 18 0.91 (0.49, 1.72)
2  or more 202 133 69 REFERENCE
Total  floor area
0–50 m2 33 24 9 0.85 (0.37, 1.91)
50–100  m2 228 158 70 REFERENCE
>100  m2 54 28 26 2.10 (1.15, 3.83)**
Electric space heating
None 299 204 95 REFERENCE
Electric central heating and/or night storage heaters 16 6 10 3.58 (1.26, 10.14)**
Fixed electric heating
None 281 184 97 REFERENCE
Fixed  electric heater 34 26 8 0.58 (0.25, 1.34)
Portable  electric heating
None 241 168 73 REFERENCE
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Table  2 (Continued)
Characteristics and factors Total homes Number of homes Odds ratio (95% CI)
<4041 kWh  pa
(low-medium group)
>4041 kWh  pa
(high group)
Portable electric heater 74 42 32 1.75 (1.03, 3.00)**
Electric water heating
None 272 190 82 REFERENCE
Immersion heater and/or instant water heater 43 20 23 2.66 (1.39, 5.12)***
Low-energy lighting
None 36 24 12 REFERENCE
Up  to half the lights 91 58 33 1.14 (0.50, 2.57)
More  than half of the lights 90 54 36 1.33 (0.59, 3.00)
All  lights 96 73 23 0.63 (0.27, 1.45)
Note: REFERENCE represents the reference category. Odds ratios in bold indicate that the factor increases the likelihood that a household will be a high electricity consumer
(lower  bound of CI greater than unity), whereas those in bold italics indicate that a household is less likely to be a high consumer (upper bound of CI less than unity).
HRP  – Household Representative Person, which is the individual that is taken to represent the household. In this study it describes the highest income earner in the household.
NSSEC – the National Statistics Socio-Economic Classification.
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** Significant at the 5% level.
*** Significant at the 1% level.
hildren and high electric demand; NCLM = number of homes with
o children and low or medium electric demand. The numerical
alues are in Table 2.
An OR value of 1 indicates that households with a given socio-
conomic or dwelling factor were just as likely to be high electrical
nergy consumers as the households in the reference group. An
R greater than 1 indicates a higher probability that a household
ould be high users compared to the reference group, whereas a
atio below 1 indicated that the probability is lower than for the ref-
rence group. In addition, the higher the value of the OR, the more
ikely it was that the households will be high consumers compared
o the reference group.
The 95% confidence interval (CI) associated with each OR
escribes the uncertainty in the estimate [49]. Eq. (2) shows the
ormula for calculating the 95% CI for the presence of children. A
arrow CI indicates that the effect was known precisely, whereas a
ider interval indicated the uncertainty was greater, but there may
till be enough precision to draw inferences about the effect. A CI
panning the value 1 (e.g. CI = 0.5, 1.5) indicates that the influence
f the factor on high electricity consumption was unclear, how-
ver it would be incorrect to interpret a CI spanning the value 1 as
ndicating evidence for no association between the factor and high
lectricity consumption altogether, because the width of the CI is
nfluenced by sample size and the variability in the data. Large sam-
le sizes tend to give more precise OR estimates than smaller ones
55,56]. The CI was taken into consideration when interpreting the
ffects of households’ socio-economic and dwelling characteristics.
95% CI for the presence of children:
CI+95% = e
ln OR+1.96
√
1
CH
+ 1
NCH
+ 1
CLM
+ 1
NCLM = e
ln 2.28+1.96
√
1
43
CI−95% = e
ln OR−1.96
√
1
CH
+ 1
NCH
+ 1
CLM
+ 1
NCLM = e
ln 2.28−1.96
√
1
43
here: CI±95% = upper and lower 95% confidence interval; OR = odds
atio; CH = number of homes with children and high electric
emand; CLM = number of homes with children and low or medium
lectric demand; NCH = number of homes with no children and high
lectric demand; NCLM = number of homes with no children and low
r medium electric demand.. Results
The literature review undertaken to establish the factors pre-
iously identified as having an effect on electricity demand in1
2
+ 1
49
+ 1
161 = 3.77
1
2
+ 1
49
+ 1
161 = 1.38
(2)
domestic buildings (Fig. 1) was used to guide the choice of factors
that should be investigated in the current study. The current study
has also explored the effects of fixed and portable electric heating
on domestic electricity use, which has not previously been stud-
ied in the literature. The impact of air-conditioning and mechanical
ventilation on electricity consumption was  not investigated as none
of the dwellings in the study had these services installed. The num-
ber of rooms a dwelling has was also excluded from the analysis
because it was  considered as a proxy for total floor area, which was
investigated in the study. The results of the odds ratio analysis are
presented in Table 2.
4.1. Odds ratios for socio-economic characteristics
In general, the odds ratio (OR) analysis indicates that a greater
number of occupants residing in a dwelling increases the probabil-
ity of being a high electrical energy user (Table 2). Single occupant
homes were significantly much less likely (OR  = 0.30, p < 0.01) to
be high electrical energy consumers than dwellings in the refer-
ence category with two occupants. Households with three or more
occupants were all significantly more likely to be high consumers
(p < 0.01) than those with two occupants. The data and the analysis
did not, however, provide a clear indication of the extent to which
increasing numbers of occupants affects the probability of being in
the high use group.
Compared to homes without any children, the results show that
those with at least one child were more than twice as likely to
be in the high demand group (OR = 2.28, p < 0.01). As this was a
binary factor (children/no children), the OR value does not specify
for differences in the number or age of the children.
A factor associated with the total number of occupants and
the number of children is the number of teenagers residing in the
dwelling. The OR results indicated that households with teenagers
living in them were significantly more likely to be high electri-
cal energy consumers than those without any (p < 0.01). Dwellings
with either one (OR = 3.71) or two teenagers (OR = 3.75) were found
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o be more than three times more likely to be high consumers.
espite the fact that the maximum number of teenagers residing
n any of the sample households was two, the similar OR values
or both one and two teenagers may  indicate that mere presence,
ather than number of teenagers, is the more important factor.
The OR results for the age of the HRP indicated that dwellings
ith a HRP over 65 years old were significantly less likely (OR = 0.26,
 < 0.01) to be high electricity consumers than those with a HRP
etween 36 and 50 years old. Households with a HRP aged less than
5 or from 51 to 65 years old were just as likely to be high electrical
nergy consumers as those in the reference category, demonstrated
y the CI spanning the value 1.
The employment status of the HRP was only found to affect the
ikelihood of a dwelling being a high consumer if the HRP was
etired. Homes with a retired HRP were significantly less likely
OR = 0.37, p < 0.01) to have high electrical energy demand than
hose with an employed HRP. Households with an unemployed HRP
ere equally likely to be high consumers compared to those with
n employed HRP (CI values span 1).
Neither the education level of the HRP (degree or sub-degree
evel), the NSSEC of the HRP or the mode of tenure (owning, buying
heir home with a mortgage, or renting) appeared to have an effect
n the probability of a household being a high electricity consumer
for all three characteristics the factors examined had an OR close
o one and a CI that spanned unity).
Households with a higher income were identified as being sig-
ificantly more likely to be high electrical energy users: income
rom £20,000 pa to £50,000 pa, p < 0.05; income greater than
50,000 pa, p < 0.01. The calculated OR for the highest earners was
.92, easily the highest for any of the characteristics and factors
xamined (Table 2). Whilst, superficially, this indicates high earners
re six times more likely to be high energy users than the reference
roup, the precision of the estimate was low (CI 1.74–20.12).
.2. Odds ratios for dwelling characteristics
With the exception of floor area, the features of the dwelling
tself, rather than the energy systems within it, generally had little
mpact on whether the household was likely to be a high con-
umer. Except for mid-terraced homes, all dwelling types were
s likely to house people with high energy usage as the reference
welling type (semi-detached house). Households in mid-terrace
wellings were identified as likely to use significantly less energy
OR = 0.34, p < 0.01) than those in semi-detached homes. The age of
he dwelling, the number of bedrooms and the number of floors
ppeared to have no impact on the probability of the occupying
ousehold being a high consumer.
Concerning the size of homes, dwellings with a floor area greater
han 100 m2 were estimated to be twice as likely to be high electri-
al energy users (OR = 2.1, p < 0.05) than homes between 50 m2 and
00 m2.5
The mode of space and water heating tended, in general, to have
n impact on the probability of being a high energy consumer.
wellings in which electricity was the primary form of heating
ere significantly more likely (OR = 3.58, p < 0.05) to have high elec-
ricity use than dwellings heated using other fuel types; although
he precision of the OR calculation is low due to the small sam-
le. Regarding secondary electric heating, households with a fixed
lectric heater were just as likely to be either high or low con-
umers. However, those households owning at least one portable
lectric heater were significantly more likely (OR = 1.75, p < 0.05)
o be high electrical energy users. Households in which water was
5 The floor area of the average UK house is 92 m2 [61].Buildings 101 (2015) 24–34
heated using electricity were significantly more likely (OR = 2.66,
p < 0.01) to be high consumers than those which heated water using
another fuel, such as gas. It should be noted that some of the house-
holds that reported using an electric immersion heater or instant
electric water heater, also stated they had a gas fuelled boiler. The
portion of water heating undertaken by each method is not known.
The OR results indicate that it is not until all lights are fitted
with low-energy lamps, that the probability of being in the high
electrical demand group is reduced, but the effect is weak (the CI
spans unity).
5. Discussion
The OR analyses found that households with more occupants,
children and teenagers and higher annual household incomes were
significantly more likely to be high electrical energy consumers.
Families with an HRP over 65 years old or a retired HRP were sig-
nificantly less likely to have high electrical energy demand.
Regarding the dwelling characteristics, homes with a larger floor
area, electricity as the primary form of space heating, secondary
portable electric heating, and electric water heating were also likely
to be high electricity consumers. Mid-terrace dwellings were less
likely to have high electricity use.
The other socio-economic and dwelling characteristics inves-
tigated had no effect on high electrical energy demand. It can be
seen that these findings, all be they from a single city in the UK, are
broadly consistent with the observations made by others (Fig. 1).
5.1. Socio-economic characteristics
The positive relationship observed between the number of
occupants and domestic electricity consumption is consistent
with a wide number of previous studies [6,11,13,18,19,23–25,
27,29–31,33,35–37,39]. The result might arise because of an
increased use of multiple appliances and lights at the same time.
In addition, households with more members may  have more appli-
ances, including multiple ownership of some appliances such as
TVs and computers, and they are also likely to have children and
teenagers who  tend to have more IT and entertainment appliances.
Furthermore, households with more occupants will understand-
ably generate more dirty laundry and dishes each week and require
more showers and so use more electricity for washing machines,
tumble dryers, dishwashers and electric showers.
The significantly increased electricity consumption in homes
with children and teenagers consumption has also been observed
in previous studies [9,19,22,40] and [12,30,33], respectively. Chil-
dren and teenagers are perhaps less conscious of the electricity they
use because they are disconnected from the financial implications
of higher electrical energy demand.
The OR results indicated that dwellings with a HRP over 65
years old were significantly less likely to be high electricity con-
sumers. This finding was supported by around half the previous
studies [11,23,27]. A lower demand might be because such house-
holds have less disposable income than working families. Likewise
it was also found that households with retired HRP’s were signifi-
cantly less likely to be high consumers than those with an employed
HRP. In addition, households with a HRP over 65 probably have
fewer occupants as their children have grown up and moved on
and so may  well own less electrical appliances, in particular those
associated with a younger generation, such as video consoles and
computers.The education level of the HRP was found to have no effect on the
probability of a household being a high electricity consumer. This
finding is consistent with some previously published results [9,41],
but the general impact of the HRP’s education level is unclear, as
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n equal number of previous studies have identified a significant
ffect [18,23].
The NSSEC of the HRP had no clear influence on the likelihood of
igh domestic electricity demand. This outcome is consistent with
he findings of Leahy and Lyons [23], but contrary to McLough-
in et al. [9] and Cramer et al. [41], who found that the HRP’s
ocio-economic classification had a negative effect on total elec-
ricity consumption, with higher professionals consuming more
lectricity. This current finding is therefore perhaps unexpected,
s the HRPs’ socio-economic classification could be indicative of
he annual household income, which was shown in this study to
ffect the likelihood of being a high electrical energy consumer.
his relationship may  not have emerged because households may
ave multiple incomes, such that two occupants working in rou-
ine occupations could earn as much as one occupant working in a
anagerial occupation.
Households had the same likelihood of being high consumers
rrespective of mode of tenure. Other earlier studies have also
oncluded that tenure type has no significant effect on electricity
se [11,14,23,29]. Some studies have however previously observed
 significantly higher consumption in privately owned houses
16,17,22,27]. The latter study [27], credited the effect to the fact
hat in Northern Ireland the majority of rented accommodation
s social housing, rented by lower income families. This explana-
ion is less applicable to the current study as Leicester has a large
tock of privately rented houses (22.7%) [57]. Unfortunately, the
resent study did not distinguish between social and privately
ented homes and therefore no indication of whether any effect
n the probability of high electricity consumption was established.
ontrary to the other studies, Ndiaye and Gabriel [13] identified
 higher electricity use in rented rather than owned houses. The
uthors attributed this to utility bills being included in the rent, so
enters do not necessary pay the extra cost associated with exces-
ive electricity consumption and have less incentive to save energy.
lthough, this may  be the case in Canada, in the UK, with the excep-
ion of student rentals, the vast majority of occupants of both social
nd private rental properties are responsible for the payment of
heir energy bill.
Households with higher annual incomes were more likely
o be high electrical energy users. This finding is consis-
ent with a large number of previous studies [6,14,15,17,18,22,
6–28,30–33,36–39,41,42] and may  be due to an increased owner-
hip and use of electrical appliances and an ability to easily pay
lectricity bills. Households with a higher income may  also pur-
hase new and high end appliances. Whilst the energy efficiency
f appliances has increased in recent years, suggesting that occu-
ants with newer appliances might enjoy lower energy bills, this
otential saving has been widely offset by an increase in the size
f appliances, for example LCD TVs and American style fridge-
reezers. These larger ‘power hungry’ appliances also tend to be
igher end devices with higher price tags, which are consequently
ore likely to be purchased by households with a high income.
.2. Dwelling characteristics
With the exception of mid-terrace dwellings, which were signif-
cantly less likely to have a high electricity use than semi-detached
roperties, all other dwelling types were equally likely to have a
igh electrical energy demand. Kavousian et al. [11] and Baker and
ylatt [24] also found no significant correlation between electric-
ty consumption and dwelling type. The finding that mid-terrace
wellings had a lower probability of high consumption may  relate
o them having smaller floor areas than other dwelling types, par-
icularly semi-detached and detached homes. A smaller floor area
ill reduce space heating requirements, but is only relevant in
his case if the dwelling is electrically heated. The floor area ofBuildings 101 (2015) 24–34 31
mid-terrace homes is also commonly smaller than end-terrace
dwellings, which have a greater potential for extensions to the floor
area. Whilst flats are often regarded as having small floor areas,
the growth of modern apartment buildings in the UK, associated
with the regeneration of cities has led to larger more desirable flats,
which offer comparable floor areas to terrace properties. Further-
more, flats frequently have electric rather than gas fuelled heating,
increasing the dwelling type’s potential for high consumption. A
smaller floor area will also restrict the number and size of domes-
tic appliances owned. Additionally, mid-terrace properties have
less exposed walls than other dwelling types, which should reduce
electric heating demand.
The period in which a dwelling was built had no significant influ-
ence on the likelihood of being a high electricity consumer. This
finding is consistent with a number of previous studies [11,16,29].
Earlier studies [19,23,35] which have identified an effect, attribute
higher electricity use in older homes to increased heat loss associ-
ated with less insulation and less efficient appliances. Other studies
[21,36] that found modern homes to have a higher electrical energy
demand suggest that increased presence of air conditioning, a
higher wiring capacity in newly built houses and a greater use of
appliances are responsible factors. In the current study, greater heat
loss associated with less insulation was mitigated as the number of
electrically heated homes in the study sample was low. Moreover,
none of the homes in the study used air conditioning reflecting the
overall situation in the UK building stock. For these two primary
reasons, the effect of building age on the likelihood of high electric-
ity consumption may  not have emerged in the current research.
The number of bedrooms a dwelling possesses was found to
have no significant effect on high electrical energy consump-
tion. This finding is contrary to the results of previous studies
[9,14,16,20,24,27]. This variation may  relate to the lack of elec-
trically heated homes in the current sample. Houses with more
bedrooms probably have a greater total floor area and require
more heating; however this will only affect the probability of high
consumption for homes with electric space heating. In addition,
compared to other rooms in a home, bedrooms in general have
fewer electrical appliances and are occupied for a shorter duration
reducing any effect of additional bedroom lights.
The number of floors was also found to not increase the proba-
bility of a household being a high electricity consumer. This is in line
with the result of Bartusch et al. [12]. This finding could reflect that
floor area varies little between homes with one and two or more
floors and instead multi-storey homes simply have a reduced foot-
print area. Moreover, in UK homes, floors above the ground floor
are traditionally bedrooms, which were previously shown to have
no effect on the probability of high consumption.
Homes with a floor area greater than 100 m2 were signifi-
cantly more likely to be high electricity consumers than those
with a floor area between 50 and 100 m2. Previous research also
found that dwellings with a larger floor area have higher electric-
ity consumption [6,11,15–18,22,24,27,30,32,33,36,40]. In general,
earlier research attributed the influence of floor area on electricity
consumption to a greater demand for space heating and cooling,
because larger houses require more electric heating in the win-
ter and cooling in the summer. In this instance, this explanation is
insufficient due to both the low penetration of electrically heated
and non-existent air conditioned homes in the study cohort. There-
fore, the increased probability of high consumption may  relate to
the fact that larger homes have more space for additional electri-
cal appliances and more lights. Another possible reason could be
that larger homes probably have a greater number of occupants
and have a higher wealth, both of which have been shown in this
study to affect high electrical energy demand.
Dwellings for which electric space heating was the primary
form of heating were significantly more likely to be high electricity
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onsumers than those households using other fuel types. Previous
tudies [11–14,23,24,34,36] consistently agree that there is a sig-
ificant and positive effect of the use of an electric space heating
ystem on electricity use. This result is unsurprising and easy to
nderstand. As space heating accounts for about 60% of the total
nergy use in a domestic property [1], if this service is provided
y electricity, rather than say gas, the likelihood of being a high
lectricity consumer should clearly be greatly increased.
Two forms of secondary electric space heating were also investi-
ated. Households with a fixed electric heater were just as likely to
e high electrical energy consumers as those homes without. How-
ver, dwellings owning a portable electric heater were significantly
ore likely to be high electrical energy users. Larsen and Nesbakken
34] previously found that households owning portable electric
eaters had significantly higher electricity use. The variation in
mpact of fixed and portable electric heaters on high consumption
ay  highlight differences in their use by building occupants and
ccupants’ preferred system for providing supplementary heating.
ixed electric heaters are most commonly found in a dwelling’s liv-
ng or family space, which is an area almost certainly heated by the
rimary heating system, thereby reducing the system’s utility. By
omparison, portable electric heaters offer freedom to heat areas
f the home that are not covered by the primary heating system,
uch as conservatories, and the option to heat individual rooms or
paces of the home, as opposed to using the main central heating.
n addition, fixed electric heating might have been installed in the
welling prior to the current occupants residing there, whereas,
ortable heating is likely to have been introduced by the occupants
hemselves, presumably, to improve their thermal comfort. So fixed
lectric heaters may  never be used but portable heaters are more
ikely to be used.
Homes heating water using electricity were also significantly
ore likely to be high consumers. Several other studies have also
bserved a significant influence of the use of electric hot water heat-
ng systems [9,11,13,23,24,29,34]. The result obtained reflects the
act that water heating represents on average 6% of electricity use in
K dwellings [1], and therefore dwellings with electric water heat-
ng have an elevated potential for electricity consumption. It should
e noted that some of the households that reported using an elec-
ric immersion heater or instant electric water heater, also stated
hey had a gas fuelled boiler. The portion of water heating under-
aken by each method is not known. Furthermore, whilst the rate
f water use in a home will dictate the total electricity required to
aintain a sufficient hot water supply, households with an electric
mmersion heater will periodically consume electricity irrespective
f hot water use, as a result of the water stored in the immersion
ank cooling down and requiring reheating, thereby increasing the
robability of high consumption.
A significant energy-efficiency strategy imposed under the
uropean Union’s 2005 Eco-Design Directive [59] is the phasing out
f inefficient incandescent and halogen lighting between 2009 and
012; thereby ‘encouraging’ households to use low-energy lamps
nstead. However, it would appear that regardless of the portion
f low-energy lamps installed, no clear reduction in the probabil-
ty of high consumption is achieved. Bartiaux and Gram-Hanssen
30] likewise determined that there is no significant correlation
etween having low-energy lights and electricity consumption. As
ighting accounts for less than a fifth of total electricity use in an
verage UK household [58], it is not perhaps unreasonable to expect
 weak impact of low-energy lighting on electricity demand.
.3. Applications for the researchThe research reported in this paper capitalises on primary data
ollected during a large-scale, city-wide survey, undertaken in
eicester, UK, during 2009–2010, as part of the 4M project [10].Buildings 101 (2015) 24–34
To the authors’ knowledge, it is the first city-scale energy survey
carried out in the UK. The immediate beneficiary of the research is
principle project partner Leicester City Council. The research can
enable the city council, as well as other commercial organisations
to target both technical measures (refurbishment and energy effi-
cient products) and social interventions (behaviour change) at the
high electricity consuming households in the city. The city council
can also use the results to better target specific energy policies and
energy reduction campaigns at those households where electricity
consumption might be greater.
Furthermore, as previous UK energy research has identified that
the high electricity consuming households not only use more elec-
tricity, compared with others, but also appear to be consuming even
more electricity over time [5–7], the results of this study should be
of key importance to central government policy makers, as well as
energy supply companies who are interested in the future plan-
ning of the UK energy supply network. The results provided by
this paper identify the key socio-economic characteristics of the
building occupants, as well as the characteristics of the dwellings
which are more likely to have high electricity consumption and thus
could be used to inform how electricity demand in the UK domes-
tic sector might change as the housing stock and socio-economic
profile of the nation evolves in future. These key socio-economic
and dwelling characteristics could also be mapped on to other
UK national datasets to identify where hot-spots of high demand
households may  exist and where the supply network may require
more capacity in future.
From a research perspective, the current study also provides
a method to pre-screen households for future studies focusing
on high electricity consumption based on the households’ socio-
demographic and dwelling characteristics, when actual electricity
consumption data is not available. This could make household
recruitment for projects more efficient.
5.4. Limitations and future research
This study has contributed to an improved understanding of
the socio-economic and dwelling factors driving high electrical
energy consumption in UK homes. The results obtained are how-
ever limited by the relatively small sample size (315 dwellings),
which was collected in a single UK city. The results may  not
therefore be representative of the wider population of UK homes,
reducing the ability to generalise the research findings. A much
larger future study would be beneficial to improve the representa-
tiveness of the results and to validate the findings of the existing
study.
Furthermore, the current study relied on manual meter read-
ings to obtain the annual electricity consumptions of the dwellings;
future studies would be able to take advantage of the high res-
olution (30 min) electricity consumption data that will become
available due to the smart meter rollout in UK homes between
now and 2020. This will permit analysis of the temporal nature
of high electricity demand, for example, time of day, seasonal and
year-on-year changes in demand. Looking further into the future,
as smart and connected homes become more prevalent, an aspect
of the so-called, Internet of things, masses of data will enable statis-
tical analyses of the impact of appliance and energy system usage
on electricity consumption.
The socio-economic and dwelling factors that tend to coincide
with high electrical energy consumption, as identified in this paper,
are also likely to influence the ownership (presence and number),
power demand and use of appliances in the home, as well as the
operation of space and hot water heating equipment. Before actual
measured data on appliance and heating system variables becomes
available from smart homes, research could investigate the impact
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f these variables on high electricity consumption in UK homes
sing self-reported data from household surveys.
. Conclusions
This paper provides an analysis of the socio-economic and
welling factors contributing to high electrical energy demand in
K domestic buildings. The socio-economic, dwelling and electric-
ty consumption data were collected during a large-scale, city-wide,
urvey carried out in Leicester, UK, during 2009–2010, as part of
he 4M project. To the authors’ knowledge, it is the first city-scale
nergy survey carried out in the UK. An odds ratio (OR) analysis was
sed to investigate the effects of the socio-economic and dwelling
actors on the electrical energy demand of the 315 UK households.
The results of the study suggest that high electricity consump-
ion in UK domestic buildings is related to a combination of the
ocio-economic characteristics of the building occupants and the
haracteristics of the dwelling in which they live. This study identi-
ed for the first time that the presence of teenagers, having electric
pace heating as the primary form of heating, portable electric heat-
ng and electric water heating are key drivers of high electricity
emand in UK homes. In addition, the employment status and edu-
ation level of the Household Representative Person, the number of
oors a dwelling possesses, the presence of fixed electric heating,
nd the proportion of low-energy lighting were shown to have no
ffect on high electricity consumption in UK homes.
Overall, for the socio-economic characteristics, the OR anal-
sis found that households with more occupants, children and
eenagers, and higher annual household incomes, are more likely
o be high electrical energy consumers. Families with a House-
old Representative Person that is retired or over 65 years old are
owever less likely to have high electrical energy demand.
In relation to the dwelling characteristics, the OR results indi-
ate that domestic buildings with: a floor area greater than
00 m2, electric space heating as the primary form of heating, sec-
ndary portable electric heating, and electric water heating have a
reater likelihood to house high electricity consumers. Mid-terrace
wellings were less likely to have high electrical energy users.
cknowledgments
This research was supported in parts by the 4M project: Mea-
urement, Modelling, Mapping and Management: An Evidence-
ased Methodology for Understanding and Shrinking the Urban
arbon Footprint, funded by the Engineering and Physical Sci-
nces Research Council (EPSRC) under the Sustainable Urban
nvironments programme (grant reference EP/F007604/1) and
he eViz project: Energy Visualisation for Carbon Reduction,
unded by the EPSRC under the Transforming Energy Demand in
uildings through Digital Innovation programme (grant reference
P/K002465/1). For further details, see http://mmmm.lboro.ac.uk/
nd http://www.eviz.org.uk/
The authors would like to thank Dr. Katherine Irvine of the
nstitute of Energy and Sustainable Development at De Montfort
niversity and Dr. David Allinson of the School of Civil and Build-
ng Engineering at Loughborough University for their contribution
n creating and managing the dataset.
eferences
[1] DECC (Department for Energy and Climate Change), United Kingdom Housing
Energy Fact File 2012 [online], 2012, Publication URN: 12D/354. Available at
URL: https://www.gov.uk/government/uploads/system/uploads/attachment
data/file/201167/uk housing fact file 2012.pdf (accessed 25.09.2013).
[2] BRE (Building Research Establishment), Research Project: Analysis of Energy
Use  and Carbon Emissions from High Consumption Households [online], 2008,
BRE: Contract No. 304702. Available at URL: https://www.gov.uk/government/
[Buildings 101 (2015) 24–34 33
uploads/system/uploads/attachment data/file/48192/3152-research-project-
high-consumption.pdf (accessed 25.09.2013).
[3] DECC (Department for Energy and Climate Change), Raw Data of Distribution
Analysis of Domestic Electricity and Gas Consumption in Great Britain, 2011
(personal communication).
[4] J.P. Zimmermann, M.  Evans, J. Griggs, N. King, L. Harding, P. Roberts, C. Evans,
Household Electricity Survey. A Study of Domestic Electrical Product Usage
[online], 2012, Intertek Report R66141. Available at URL: https://www.
gov.uk/government/uploads/system/uploads/attachment data/file/208097/
10043 R66141HouseholdElectricitySurveyFinalReportissue4.pdf (accessed
25.09.2014).
[5] S.K. Firth, K.J. Lomas, A.J. Wright, R.D. Wall, Identifying trends in the use of
domestic appliances from household electricity consumption measurements,
Energy Build. 40 (5) (2008) 926–936.
[6] A.J. Summerfield, R.J. Lowe, H.R. Bruhns, J.A. Caeiro, J.P. Steadman, T. Oreszczyn,
Milton Keynes Energy Park revisited: changes in internal temperatures and
energy usage, Energy Build. 39 (7) (2007) 783–791.
[7] A.J. Summerfield, A. Pathan, R.J. Lowe, T. Oreszczyn, Changes in energy demand
from low-energy homes, Build. Res. Inf. 38 (1) (2010) 42–49.
[8] S.K. Firth, K.J. Lomas, A.J. Wright, Targeting household energy-efficiency meas-
ures using sensitivity analysis, Build. Res. Inf. 38 (1) (2010) 25–41.
[9] F. McLoughlin, A. Duffy, M. Conlon, Characterising domestic electricity con-
sumption patterns by dwelling and occupant socio-economic variables: an Irish
case study, Energy Build. 48 (2012) 240–248.
10] K.J. Lomas, M.C. Bell, S.K. Firth, K.J. Gaston, P. Goodman, J.R. Leake, A. Namdeo, M.
Rylatt, D. Allinson, Z.G. Davies, J.L. Edmondson, F. Galatioto, J.A. Brake, L. Guo, G.
Hill, K.N. Irvine, S.C. Taylor, A. Tiwary, 4M:  measurement; modelling; mapping
and management – the carbon footprint of UK cities, in: Low Carbon Cities:
Proceedings of International Society of City and Regional Planners, ISOCARP
2010, The Hague, Netherlands, 2010, pp. 168–191.
11] A. Kavousian, R. Rajagopal, M.  Fischer, Determinants of residential electricity
consumption: using smart meter data to examine the effect of climate, build-
ing  characteristics, appliance stock, and occupants’ behavior, Energy 55 (2013)
184–194.
12] C. Bartusch, M.  Odlare, F. Wallin, L. Wester, Exploring variance in residen-
tial electricity consumption: household features and building properties, Appl.
Energy 92 (2012) 637–643.
13] D. Ndiaye, K. Gabriel, Principal component analysis of the electric-
ity  consumption in residential dwellings, Energy Build. 43 (2–3) (2011)
446–453.
14] M.  Bedir, E. Hasselaar, L. Itard, Determinants of electricity consumption in Dutch
dwellings, Energy Build. 58 (2013) 194–207.
15] D.R. Carlson, H. Scott Matthews, M.  Bergés, One size does not fit all: averaged
data on household electricity is inadequate for residential energy policy and
decisions, Energy Build. 64 (2013) 132–144.
16] I.G. Hamilton, P.J. Steadman, H. Bruhns, A.J. Summerfield, R. Lowe, Energy effi-
ciency in the British housing stock: energy demand and the Homes Energy
Efficiency Database, Energy Policy 60 (2013) 462–480.
17] P. Wyatt, A dwelling-level investigation into the physical and socio-economic
drivers of domestic energy consumption in England, Energy Policy 60 (2013)
540–549.
18] S. Zhou, F. Teng, Estimation of urban residential electricity demand in China
using household survey data, Energy Policy 61 (2013) 394–402.
19] D. Brounen, N. Kok, J.M. Quigley, Residential energy use and conser-
vation: economics and demographics, Eur. Econ. Rev. 56 (5) (2012)
931–945.
20] A. Carter, R. Craigwell, W.  Moore, Price reform and household demand for
electricity, J. Policy Model. 34 (2) (2012) 242–252.
21] H. Chong, Building vintage and electricity use: old homes use less electricity in
hot weather, Eur. Econ. Rev. 56 (5) (2012) 906–930.
22] D. Wiesmann, I. Lima Azevedo, P. Ferrão, J.E. Fernández, Residential electric-
ity consumption in Portugal: findings from top-down and bottom-up models,
Energy Policy 39 (5) (2011) 2772–2779.
23] E. Leahy, S. Lyons, Energy use and appliance ownership in Ireland, Energy Policy
38  (8) (2010) 4265–4279.
24] K.J. Baker, R.M. Rylatt, Improving the prediction of UK domestic energy-demand
using annual consumption-data, Appl. Energy 85 (6) (2008) 475–482.
25] A. Druckman, T. Jackson, Household energy consumption in the UK: a highly
geographically and socio-economically disaggregated model, Energy Policy 36
(8)  (2008) 3177–3192.
26] K. Louw, B. Conradie, M. Howells, M.  Dekenah, Determinants of electricity
demand for newly electrified low-income African households, Energy Policy
36  (8) (2008) 2812–2818.
27] Y.G. Yohanis, J.D. Mondol, A. Wright, B. Norton, Real-life energy use in the UK:
how occupancy and dwelling characteristics affect domestic electricity use,
Energy Build. 40 (6) (2008) 1053–1059.
28] M.  Santamouris, K. Kapsis, D. Korres, I. Livada, C. Pavlou, M.N. Assimakopoulos,
On the relation between the energy and social characteristics of the residential
sector, Energy Build. 39 (8) (2007) 893–905.
29] G.K.F. Tso, K.K.W. Yau, Predicting electricity energy consumption: a comparison
of  regression analysis, decision tree and neural networks, Energy 32 (9) (2007)
1761–1768.
30] F. Bartiaux, K. Gram-Hanssen, Socio-political factors influencing household
electricity consumption: a comparison between Denmark and Belgium, in:
What Works & Who  Delivers?: Proceedings of the ECEEE 2005 Summer
Study, European Council for an Energy Efficient Economy [online], 2005,
3 y and 
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[61] DCLG (Department for Communities and Local Government), English Hous-
ing  Survey: Households 2012–13 [online], 2009, ISBN: 978-1-4098-4278-1.4 R.V. Jones, K.J. Lomas / Energ
pp. 1313–1325, Available at URL: http://www.eceee.org/library/conference
proceedings/eceee Summer Studies/2005c/Panel 6/6131bartiaux/paper
(accessed 25.09.2014).
31] K. Genjo, S. Tanabe, S. Matsumoto, K. Hasegawa, H. Yoshino, Relationship
between possession of electric appliances and electricity for lighting and others
in  Japanese households, Energy Build. 37 (3) (2005) 259–272.
32] M.  Filippini, S. Pachauri, Elasticities of electricity demand in urban Indian
households, Energy Policy 32 (3) (2004) 429–436.
33] K. Gram-Hanssen, C. Kofod, K.N. Petersen, Different everyday lives: differ-
ent patterns of electricity use, in: Breaking Out of the Box: Proceedings
of  the American Council for an Energy Efficient Economy 2004 Summer
Study, 2004, pp. 7.74–7.85, Available at URL: http://www.eceee.org/library/
conference proceedings/ACEEE buildings/2004/Panel 7/p7 7/paper (accessed
25.09.2014).
34] B.M. Larsen, R. Nesbakken, Household electricity end-use consumption: results
from econometric and engineering models, Energy Econ. 26 (2) (2004)
179–200.
35] D.S. Parker, Research highlights from a large scale residential monitoring study
in  a hot climate, Energy Build. 35 (9) (2003) 863–876.
36] B. Halvorsen, B.M. Larsen, Norwegian residential electricity demand – a microe-
conomic assessment of the growth from 1976 to 1993, Energy Policy 29 (3)
(2001) 227–236.
37] P. Tiwari, Architectural, demographic, and economic causes of electricity con-
sumption in Bombay, J. Policy Model. 22 (1) (2000) 81–98.
38] J.C. Lam, Climatic and economic influences on residential electricity consump-
tion, Energy Conserv. Manag. 39 (7) (1998) 623–629.
39] R. Haas, Energy efficiency indicators in the residential sector. What do we  know
and  what has to be ensured? Energy Policy 25 (7-9) (1997) 789–802.
40] L. Nielsen, How to get the birds in the bush into your hand: results from a
Danish research project on electricity savings, Energy Policy 21 (11) (1993)
1133–1144.
41] J.C. Cramer, N. Miller, P. Craig, B.M. Hackett, Social and engineering determi-
nants and their equity implications in residential electricity use, Energy 10 (12)
(1985) 1283–1291.
42] M.  Parti, C. Parti, The total and appliance-specific conditional demand for elec-
tricity in the household sector, Bell J. Econ. 11 (1) (1980) 309–321.
43] G.K.F. Tso, K.K.W. Yau, A study of domestic energy usage patterns in Hong Kong?
Energy 28 (15) (2003) 1671–1682.
44] R. Haas, P. Biermayr, J. Zoechling, H. Auer, Impacts on electricity consumption of
household appliances in Austria: a comparison of time series and cross-section
analyses? Energy Policy 26 (13) (1998) 1031–1040.
45] V.G. Munley, L.W. Taylor, J.P. Formby, Electricity demand in multi-family,
renter-occupied residences, South. Econ. J. 57 (1) (1990) 178–194.46] T.F. Sanquist, H. Orr, B. Shui, A.C. Bitter, Lifestyle factors in U.S. residential
electricity consumption, Energy Policy 42 (2012) 240–248.
47] L. Blázquez, N. Boogen, M.  Filippini, Residential electricity demand in Spain:
new empirical evidence using aggregate data, Energy Econ. 36 (3) (2013)
648–657.Buildings 101 (2015) 24–34
48] Z. Yu, B.C.M. Fung, F. Haghighat, H. Yoshino, E. Morofsky, A systematic pro-
cedure to study the influence of occupant behaviour on building energy
consumption, Energy Build. 43 (6) (2011) 1409–1417.
49] Z. Yu, F. Haghighat, B.C.M. Fung, L. Zhou, A novel methodology for knowl-
edge discovery through mining associations between building operational data,
Energy Build. 47 (4) (2012) 430–440.
50] Z. Yu, F. Haghighat, B.C.M. Fung, H. Yoshino, A decision tree method for building
energy demand modelling, Energy Build. 42 (10) (2010) 1637–1646.
51] G. Papachristos, Household electricity consumption and CO2 emissions in
the Netherlands: a model-based analysis, Energy Build. 86 (1) (2015)
403–414.
52] I.P. Panapakidis, T.A. Papadopoulos, G.C. Christoforidis, G.K. Papagiannis, Pat-
tern recognition algorithms for electricity load curve analysis of buildings,
Energy Build. 73 (4) (2014) 137–145.
53] R.V. Jones, A. Fuertes, K.J. Lomas, The socio-economic, dwelling and appliance
related factors affecting electricity consumption in domestic buildings, Renew.
Sustain. Energy Rev. 43 (2015) 901–917.
54] M.  Szumilas, Explaining odds ratios, J. Am. Acad. Child Adolesc. Psychiatry 19
(3)  (2010) 227–229.
55] A. Agresti, An Introduction to Categorical Data Analysis, 2nd ed., John Wiley &
Sons, New Jersey, 2007.
56] A. Field, Discovering Statistics Using SPSS: (and Sex, Drugs and Rock‘n’roll), 2nd
ed., Sage Publications Ltd., London, UK, 2005, ISBN 978-1849204088.
57] ONS (Office for National Statistics), Results of the 2001 Census [online], Office
for National Statistics, Newport, Wales, UK, 2010, Available at URL: http://
www.ons.gov.uk/ons/guide-method/census/2011/census-data/2001-census-
data/index.html (accessed 25.09.2014).
58] EST (Energy Saving Trust), The Elephant in the Living Room: How Our
Appliances and Gadgets are Trampling the Green Dream: An Update
to  the Rise of the Machines, EST Publications, London, 2011, pp.
1–36, Available at URL: http://www.energysavingtrust.org.uk/Publications2/
Corporate/Research-and-insights/The-elephant-in-the-living-room (accessed
25.09.2014).
59] EU (European Union), Directive 2005/32/EC of the European Parliament and
Council, Official Journal of the European Union, 2005, Publication L191/29
[online]. Available at URL: http://eur-lex.europa.eu/LexUriServ/LexUriServ.
do?uri=OJ:L:2005:191:0029:0029:EN:PDF (accessed 25.09.2014).
60] BRE (Building Research Establishment), The Government’s Standard Assess-
ment Procedure for Energy Rating of Dwellings [online], 2009, BRE: SAP 2009.
Available at URL: http://www.bre.co.uk/filelibrary/sap/2009/sap-2009 9-90.
pdf  (accessed 10.07.2014).Available at URL: https://www.gov.uk/government/uploads/system/uploads/
attachment data/file/335751/EHS Households Report 2012-13.pdf (accessed
10.07.2014).
